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Shingle Remover 
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Paragraph 9, lines 2, 4, 5: Replace "locking pliers 10" with -locking 
pliers--. / / 

Paragraph 10, lines 4 and 6: Replace "pliers 10" with -pliers- 
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Paragraph 11, lines^Hind 4: Replace "pliers 10" with —pliers--. 
Paragraph 11, lines> and 6: Replace both occurrences of "10 and 11" with 
-11 and 12-. / 

Paragraph l£ line 3: Replace both occurrences of "pliers 10" with - 

pliers-. 
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Paragraphs 15-17: Replace each occurrence of "15" with -15'- 
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Paragraph 19: Replace each occurrence of "11" with -1 1'-, and "12" with 

-12 , ~. 

In the Claims 

Please amend claims 1-2 and 15 as follows: 

1 . A shingle remover, comprising: 

a pliers having an upper jaw opposing a lower jaw, said upper jaw coupled to a first 
handle, said lower jaw coupled to a second handle, said first handle pivotally coupled to 
said second handle; 

an upper plate coupled to said upper jaw; 

a lower plate coupled to said lower jaw , wherein said upper plate is pivotally coupled to 
said upper jaw or said lower plate is pivotally coupled to said lower jaw ; and 
an anvil coupled to said pliers. 


